
DESCRIPTION METHOD

HANATAN HPD 5201
(Acrylic polyurethane top coat)

TECHNICAL DATASHEET

APPLICATION

FEATURES

HANATAN HPD5201 is a non-yellowing-modified

two-component paint containing acrylic

polyurethane resin as the main component. It has

excellent workability and good drying properties. In

addition, it is an ideal paint for steel and heavy

equipment due to its excellent gloss and color

retention, chemical resistance and durability

 Heavy equipment, specially vehicles, agricultural
machinery, etc.

 Natural dry bituminous paint

 general steel, steel frame, and steel plate

TYPICAL PROPERTY

Viscosity(KU) 70~90

S V R (%) Approx. 45%

Specific gravity 1.0~1.2

Theoretical
application rate

Appox. 10m2/l(45㎛)

Gloss Gloss/Semi-gloss

Drying time

Set to touch 20min(20℃)

hardening 4h(20℃)

Completely
dry

7days

Forced dry 80℃ X 30min

Flash point(℃) 23~32(isolated)

 Completely remove rust, dust, oil, and other

contaminants from the substrate with an appropriate

cleaning method and paint (blast cleaning Sa 2½ or

zinc phosphate film)

 When repairing and painting, thoroughly polish the

defective part of the coating and dry it completely

 Mixing: subject : hardener = 5:1(wt%)

- Mix thoroughly according to the indicated ratio

before use

- Completely mix the main material and hardener

and let stand for 10 minutes before use.

 Thinner: designated thinner

 Hot to paint

- Air spray: Nozzle dia. 1.3~1.5mm

Spray pressure: 4~5kgf/cm2

Number of sprays: 2~3times

- In case of brush, roller, airless, electrostatic or

immersion coating, a coating defect may occur.

Please contact us

• Coating thickness: Dry coating thickness 40~50㎛

• Repainting interval: at least 4 hours at 20℃

 Painting condition

- The surface temperature of the substrates for

preventing condensation of moisture and at least

3 ℃ above the dew point, the temperature of the

substrates suitable for painting is 15 ~ 25 ℃, relative

humidity is 35 to 80%

- Surface should be clean and free from moisture,

and avoid painting in humid weather

 packing unit: subject/hardener = 13.5L/2.7L

 Shelf life: 12 months

STORAGE
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This data is a precious information can be recommended as a reference acquired from experimental application and experiences. But it is not 
responsible for it’s efficiency. 


